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~ DEPARTMENT OF THE ARMY
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REPLY TO
ATTENTION OF: -

NEDED
JAN 30 1979

Honorable Edward J. King

Governor of the Commonwealth of
Massachusetts

State House

Boston, Massachusetts 02133

Dear Governor King:

I am forwarding to you a copy of the Brierly Pond Dam Phase I Inspection
Report, which was prepared under the Hational Program for Inspection of
.Non~Federal Dams. This report is presented for your use and is based
upon a visual inspection, a review of the past performance and a brief
hydrological study of the dam. A brief assessment is included at the
beginning of the report. I have approved the report and support the
£indings and recommendations described in Section 7 and ask that you
keep me informed of the actions taken to implement them. This follow-up
action is a vitally important part ~f this program.

A copy of this report has been forwarded to the Department of Environ-
mental Quality Engineering, the cooperating agency for the Commonwealth
of Massachusetts. In addition, a copy of the report has also been fur-
nished the owner, Windle Industires, Inc., 65 Canal Street, Millbury,
Massachusetts 02537.

Copies of this report will be made available to the public, upon re-
quest, by this office under the Freedom of Information Act. 1In the case
of this report the release date will be thirty days from the date of
this letter.

I wish to take this opportunity to thank you and the Department of
Environmental Quality Engineering for your cooperation in carrying out
this program.

Sincerely yours,

Incl ~JOHN P. CHANDL
As stated Cdlonel, Corps of Engineers
piViston Engineer
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NATIONAL DAM INSPECTION
PROGRAM

PHASE I INSPECTION REPORT

BRIEF ASSESSMENT

Identification No.,: MA00143

Name of Dam: Brierly Pond

Town: Millbury

Worcester County, Massachusetts

County and State:

Stream: Singletary Brook - Tributary of the Blackstone
River

August 23, 1978

Date of Inspection:

Brierly Pond Dam consists of an earthfill dam
which is part of West Main Street, Mlllbury, Massa-

chusetts. An earthfill dike section is located at the
northeast end of the pond 600 feet from the main dam.

The age of the structures is unknown. The main dam 1is
about 260 feet long, with a maximum height of 10 feet.
The dike is about 225 feet long and 5 feet hlgh.

There are two regulating outlets at the pond.
One 1s a U-shaped concrete structure extending from the
upstream toe of the dam. This outlet has a submerged
4-foot-square wooden slide gate with an invert at
elevation (El1) 511.9. The second outlet is located at
the dike, and consists of a 4-foot-wide wooden slide
gate and stone outlet channel. The invert of the out-
let 1s at E1 512.5. When the gate 1s open, water flows
directly into the outlet channel. When the pond level
exceeds El1 516.3, and the gate is closed, the top of the
gate serves as an overflow welr leading to the outlet
channel. Overflow can also be controlled by flashboards
on this gate. There is no other splllway at this site
other than flow over the wooden slide gate.

The dam and dike at Brierly Pond were neither
designed nor constructed according to current approved
state-of~the-art procedures. Based upon the visual

inspection at the site, the lack of englneering data,
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and little evidence of operational or maintenance pro-
cedures, 1t was concluded that there are deficlencles
that must be corrected to assure theilr continued per-
formance. Generally, Brierly Pond dam and dike are
consldered to be in falr condition. Because of the
potential danger to a few lives and the limited property
development in the area, the dam has been placed in the
"significant" hazard category.

" The following visible signs of distress were
noted at the site: erosion and insufficient riprap on
the upstream face of the dam; the lack of permanently-
installed equipment for opening the gate at the low-
level intake; leakage around the closed gate; seepage
in the tallrace downstream of the dam; and overgrowth
of vegetation on the dam, the dike, and over the outlet
channel,

Hydraulic analyses indicate that the opened
outlet at the dike can discharge a flow of 180 cubilec
feet per second (cfs) when the water surface is at El
519.0, which is the lowest point on the dike. If the
dike outlet gate 1s not opened, the discharge is U8 cfs
at pond El 519.

- An outflow test flood of 2,560 cfs (derived from
one-half the probable maximum flood) will overtop the
dam by about 2.4 feet. The outlet even when fully
opened 1s 1nadequate as a spillway because 1t can dis-
charge only 7 percent of the test flood. In the event
of overtopping, complete failure of the main dam 1s
unlikely, although local breaching and severe flooding
1s a possiblility. Complete fallure of the dike is
possible during overtopping.

It 1s recommended that the Owner employ a
qualified consultant to conduct a more detalled hydrau-
lic and hydrologic investigation to design an adequate
splllway. It is also recommended that the Owner con-
struct a permanent mechanlcal operator for opening the
gate at the outlet at the dam; repair the riprap on the
upstream face of the dam; repalir the stone masonry on
the approach channel to the spillway; and clear the
trees and brush from all structures. The Owner should
also implement a systematic program of maintenance
inspections.
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The above recommendations and remedilal measures
should be implemented by the Owner within a perilod of 2
years after receipt of this Phase I Inspectlon Report.
An alternative to these recommendations would be drain-
ing the pond and breaching or removing the dike or dam.

Edward M. Greco, P. E
Project Manager
Metcalf & Eddy, Inc.

Connecticut Registration
No. 08365

Approved by:
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Stephen L. Bishop, P.
Vice President
Metcalf & Eddy, Inc.

Massachusetts Reglstration
No. 19703
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This Phase I Inspection Report on Brierly Pond Dam

has been reviewed by the undersigned Review Board members. 1In our
opinion, the reported findings, conclusions, and recommendations are
consistent with the Recommended Guidelines for Safety Inspection of
Dams, and with good engineering judgment and practice, and is hereby
submitted for approval.

fz;u £ 0

RICHARD F. DOHERTY, MEMBER
Water Control Branch
Engineering Division

ok 0.7 &

JOSEPH A. MCELROY, MEMBER
Foundation & Materials Branch
Engineering Division

e e

'L142£7
CARNEY M/ TERZIAN, CHAIRMAN
Chief, Structural Section
Design Branch
Engineering Division

APPROVAL RECOMMENDED:

’S;EZ-uc. JZEi ;z;z¢tﬂafua’
JOE B. FRYAR 4
Chief, Engineerinp Division




PREFACE

This report 1is prepared under guldance contained
in Recommended Guidelines for Safety Inspection of Dams,
for a Phase I Investigation. Coples of these guildellnes
may be obtained from the Office of Chief of Englneers,
Washington, D.C. 20314, The purpose of a Phase I
Investigation 1s to identify expedlitiously those dams
which may pose hazards to human 1ife or property.

The assessment of the general condition of the dam is
based upon available data and visual inspections.
Detalled investigatlon, and analyses involving topo-
graphic mapping, subsurface investigations, testing,

and detalled computational evaluations are beyond the
scope of a Phase I investigation; however, the investil-
gation 1s intended to identify any need for such studies.

In reviewing thls report, it should be realized
that the reported conditlion of the dam 1s based on obser-
vations of fleld conditions at the time of inspection
along with data avallable to the inspection team, In
cases where the reservolr was lowered or drained prilor
to inspection, such actlion, while improving the stabil-
ity and safety of the dam, removes the normal lcad on
the structure and may obscure certain conditions which
might otherwlse be detectable if inspected under the
normal operating environment of the structure,

It is important to note that the condition of a
dam depends on numerous and constantly changing internal
and external conditions, and is evolutionary in nature.
It would be incorrect to assume that the present condi-
tion of the dam will contlnue to represent the condition
of the dam at some point in the future. Only through
continued care and inspection can there be any chance
that unsafe conditlons be detected.

Phase I inspectlons are not intended to provide
detailed hydrology and hydraulic analyses. In accor-
dance with the established Guidellines, the Spilllway Test
flood 1is based on the estimated "Probable Maximum
Flood" for the region (greatest reasonably possible
storm runoff), or fractions thereof. Because of the
magnitude and rarity of such a storm event, a finding
that a splllway will not pass the test flood should not
be interpreted as necessarily posing a highly lnadequate
condition. The test flood provides a measure of rela-
tive splllway capacity and serves as an ald in determin- i
ing the need for more detaliled hydrologlc and hydraulic f
studies, consldering the size of the dam, 1ts general b
conditions and the downstream damage potentlal.
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OVERVIEW
BRIERLY POND DAM
MILLBURY, MASSACHUSETTS

UPSTREAM VIEW OF MAIN DAM

Location and Direction of Photographs
Shown on Figure in Appendix B
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1.1

NATIONAL DAM INSPECTION
PROGRAM

PHASE I INSPECTION REPORT

BRIERLY POND
SECTION 1
PROJECT INFORMATION

General

a.

b.

Authority. Public Law 92-367, August 8, 1972,
authorized the Secretary of the Army, through
the Corps of Englneers, to initlate a natlonal
program of dam inspectlon throughout the United
States. The New England Division of the Corps
of Englneers has been assigned the responsibillity
of supervising the inspection of dams withiln
the New England Reglion. Metcalf & Eddy, Inc.
has been retalned by the New England Dlvision
to inspect and report on selected dams in the
State of Massachusetts. Authorization and
notice to proceed was 1ssued to Metcalf & Eddy,
Inc. under a letter of July 28, 1978, from
Ralph T. Garver, Colonel, Corps of Englneers.
Contract No. DACW 33-78-C-0306 has been
assigned by the Corps of Englneers for thils
work.

Purpose

(1) Perform technical inspection and evalua-
tion of non~Federal dams to identify
conditions which threaten the public
safety and thus permit correction in a
timely manner by non-Federal interests.

(2) Encourage and assist the States to ini-
tiate quickly effective dam safety pro-
grams for non-Federal dams.

(3) Update, verify and complete the National
Inventory of Dams.
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1.2 Description of Project

a.

Location. The dam 1s located on Singletary
Brook, a tributary of the Blackstone River, in
the Town of Millbury, Worcester County, Mass-
achusetts (see location plan).

Description of Dam and Appurtenances. There
are two lmpoundment structures on Brierly Pond:
an earthf1ll dam on the east side that forms
part of West Main Street; and an earthfill dike
at the northeast end of the pond, about 200
feet west of West Maln Street (see location
map, and plan of dam, and dike Filgures B-l and
B-2). The dam is about 260 feet long with a
maximum helght of 10 feet. The crest of the
dam, which is the paved road, 1s generally
about 33 feet wide but increases to 100 feet
wide at the south abutment, where Sutton Road
forks to the south from West Main Street. The
elevation (El1) of the crest varies from 518.9
to 520.7. On the upstream slope of the dam
there was origlnally a vertical stone wall two
to three feet high., The wall has collapsed in
many areas, and is overgrown with weeds. There
is a small sandy beach near the south abutment,
and beyond that an area of the pond has been
f1lled for parking. The downstream slope of
the dam (the east side of West Main Street) 1is
a vertical concrete wall, and immediately
beyond that 1s a three-story brick bullding,
formerly the mill that used the water from the
pond.

A low level outlet (outlet "B" on Figure B-1)
1s located at the dam about 100 feet south of
the north abutment. The structure consists of
a U-shaped concrete headwall with a U-~foot
square submerged wooden slide gate. The invert
of the gate 1s at El1 511.9. This outlet is
inoperative because there 1s no permanent
mechanlcal operator at the gate. The outlet
pipe reportedly enters the mill at the
downstream face of the dam.

BRIERLY POND DAM




In addition to the low level outlet, there 1s a
high-level service intake located about 30 feet
offshore from the ocutlet ("C" on Figure B-1).
The structure 1s a 6-foot-square concrete box,
and the intake provided water to run the wheel
at the mill. There 1s no access walk to the
intake. Since the penstock has reportedly been
filled in with concrete, this intake is 1nopera-
tive.

The dike at Brilerly Pond 1s about 225 feet long
and about 5 feet high (see Figure B-2, Plan of
Dike and Outlet). The crest of the dike is
generally 13 feet wide north of the spillway.
The elevatlon of the grass- covered crest
varies from 519.5 to 521.2. The upstream slope
is approximately 2:1 (horizontal to vertical)
and covered with riprap. The downstream slope
varles from 3:1 at the northern section of the
dike to almost 6:1 at the southern section.

The downstream face 1s covered with grass, and
slopes into the backyards of two abutting
residences.

There is no splllway at the dam other than a
second low=-level outlet (Outlet "A") located
near the south end of the dike. The structure
consists of an approach channel bounded by
2-foot thick mortared stone masonry and con-
crete sidewalls; a 4U-foot-wide wooden slide
gate operated by a rack and pinlon mechanism,
and a dry stone masonry outlet channel. The
gate stem 1s accesslible by a wooden walk-

way bullt across the outlet channel. The
Invert of the outlet 1s at El1 512.5. When the
gate 1s closed, water can flow directly 1into
the outlet channel., When the gate 1s lowered,
water above El 516.3 can flow over the top of
the gate and enter the same channel. Flash-
boards can be added above the gate to increase
the storage capacity of the pond.

The outlet channel 1s 190 feet long and
decreases in helght and width from 5.3 by 4
feet at the gate to 3.7 by 3.2 feet at the
stone box culvert under West Malin Road. The
channel 1s stralght, and has vertical side-
walls for most of its length. The slope of
the channel 1s approximately 5.5 percent. The
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outlet end of the culvert 1s located east of
West Main Street and is 3 feet wide and 2.8
feet high,

Slze Classification. Brierly Pond Dam is
classified In the "small category since 1t
has a maximum height of 10 feet and a maximum
storage capaclty of 135 acre-feet.

Hazard Classification. The mill building
that formerly used the pond 1s now used for
storage and llght industry, and 1s located
immediately downstream of the dam. Fallure
of the dam could cause conslderable damage to
West Main Street and the bullding, before the
flood water entered the former Mayo Pond
basin. Pailure of the dike could result in
extensive property damage and possible loss
of 1ife in about five homes abutting the down-
stream toe of the dike. The height of the
flood wave due to dike fallure would be on
the order of 2 to 3 feet. In both cases, it
is 1lkely that the dry Mayo Pond baslin would
reduce the impact of a dam or dike failure on
Bramanville, located less than 1,500 feet
downstrean of the dike. For this reason, the
dike and dam at Brilerly Pond has been class-
ified in the "significant" category.

Ownership. The dam and dike are presently
owned by Windle Industries, Inc., 65 Canal
Street, Millbury, Massachusetts, 02537 (tele-
phone 617-865-4461), A representative of the
company granted permlission to enter the
property and inspect the dam.

Operator. Windle Industries currently
operates the flashboards at the splllway, and
the outlet gate (B) at the dam.

Purpose of the Dam. The dam and dlke were
constructed sometlime prior to 1924 (the first
recorded inspection date) by the West End
Thread Company M1i11l No. 1. The dam was used
to store water for mill processes -~ including
dye works and power for the water wheel, In
1944 the dam became the property of the Linen
Thread Company, Inc., in Millbury. The
thread company sold the dam to the Winfred W.
Windle Company (wool processing) in 1948, but

BRIERLY POND DAM




apparently they retalned the water rights and
the right to enter and repair the dam. In
1955 W.W. Windle granted water rights to the
Worcester Brass and Electroplating Corpora-
tion, who contracted for 50,000 gallons per
day to their mill. The mill on West Main
Street 1s no longer in operation and the
intakes (B and C) are closed or blocked. The
pond 1s presently used for recreatlon by the
few abutting residents near the dike, and
there 1s a small beach near the south abut-
ment of the dam,

Design and Construction History. There are no
plans avallable for the original dam or for any
subsequent repailrs. The present owner provided
no information on the design and construction
history of the dam. Early inspection reports
on flle at the Worcester County Commissioner's
office and Interviews with local residents
provided some background information for both
the dam and the dike.

In the early history of the dam, most of the
area on West Maln Street from north of the mill
to south of the fork at Sutton Road was
reported to be swamp land that had been filled
in.

In 1925 the concrete wall at the downstream
slde of the dam was new, the conduilt to the
mill was a U48~inch dlameter pipe, and the water
wheel, a size 6, was rated at 60 horsepower.
The 1939 report states that the spilllway (i.e.,
the outlet A) was in good condition, and
descrilbes the concrete intake structure for the
mill. According to the sketch, the gate was 58
inches square, and water flowed through the
gate and down into a 65-inch dlameter stone
culvert under the roadway. The gate was
operated by a rack and pinion mechanism. In
1940 the spillway was rated in fair condition,
and there were no flashboards at the time of
the inspection (December)., The inspector
reported that the splllway was too small and
that the gate should be kept open to keep the
pond at a lower level,.

A 1963 inspection report describes a diver-
sion channel located about 100 feet below the
slide gate at outlet A, Thils channel has about
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a 3- by 5-foot opening and is used to divert
some of the outlet flow to a community
cesspool, Small leaks were reported at the
spillway, and three large leaks at the
diversion channel outlet. At the main dam it
was recommended that the wood timbers on the
gate be renewed, and the amount of freeboard
for the dam be increased.

Through interviews with local residents 1t was
learned that repairs were made to the out-
let condult walls and gate tlmbers 1in 1970.
Also, the penstock in the waterwheel intake (C)
was fllled in with concrete about 3 years ago.

i. Normal Operational Procedures. There are no
operational procedures at this dam. The gate
at Qutlet B has not been operated in a number
of years. The Owner removes the flashboards
from the slide gate at the dike in the late
summer, apparently to provide extra storage in
the pond 1in the event of flooding from seasonal
storms.

1.3 Pertinent Data

a. Drainage Area. The approximately 2,84k4-acre
drainage area (4.4 square miles) above Briely
Pond includes seven ponds in the Merrill Pond
State Forest and several other mill ponds.
Singletary Pond 1s the largest and comprises 12
percent of the drailnage area. Singletary Pond
Dam 1s also owned by Windle Industries. The
dralnage area 1s generally sparsely developed
and conslists of forest and farmland. The most
heavily populated areas are the lake front
propertles along Singletary Pond. Two
high-tension llnes and a burled pipeline cross
the dralnage area south of Singletary Pond.

b, Discharge at the Dam Site. Water discharges at
the dilke iInto the stone~lined channel that dis-
charges east of West Main Street. There the
flow Jolns a tributary of Singletary Brook
which flows through the former Mayo Pond. Mayo
Pond was a mill pond, and although the mill and
dam are still standing, the pond has been
drailned. Singletary Brook flows north under
Burbank Street through two 6- by 6-foot box
culverts and into low, open land until it flows
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under Route 140. The brook flows on the edge
of a more heavily populated area of Millbury
for the remaining 1,200 feet to the Blackstone
River.

Water flowing through outlet B at the dam
enters the mill, then apparently discharges
into an earth tallrace below the building, and
into Singletary Brook, also at Mayo Pond.

Hydraulic analyses indicate that, when opened,
the outlet works (A) at the dike can dis-
charge 180 cfs when the water surface is at El
519, which 1s the lowest point on the dam.

An outflow test flood of 2,560 cfs (one-half
the probable maximum flood) will overtop the
dam by 2.4 feet. The outlet, when fully
opened, has the capaclty to discharge only 7
percent of this flow, and with the gate closed
the discharge 1s negligible, meaning that
almost the entire flow will be over the crests
of the dam and dike.

The maximum flood which has occurred at the
dam site is unknown, although residents recall
that flooding on Beach Street (north of the
dike) has occurred in the past.

There 1s no longer any flow through Outlet B
at the dan.

Elevation (feet above MSL (Mean Sea Level)).
A benchmark elevation of 517.0 at the water
surface was estimated from a United States
Geological Survey (USGS) to. ographic map.

(1) Top dam: Main Dam: 519.0 to 520.7
Dlke: 519.5 to 521.2

(2) Test flood pool: 521.,4

(3) Deslgn surcharge (original design):
unknown

(4) ?ull)flood control pool: Not Applicable
N/A

(5) Recreation pool: 6516.3, top of slide gate
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(6) Spillway crest (top of slide gate): 516.3

(7) Upstream portal invert diversion tunnel:
: N/A

(8) Stream bed at dike (outlet channel):
512.3

(9) Maximum tailwater: None

4. Reservolr
(1) Length of maximum pool: 1,800 feet
(2) Length of recreation pool: 1,800 feet
(3) Length of flood control pool: N/A

e. Storage (acre-feet)

(1) Test flood surcharge: 50 at E1 521.4

(2) Top of dam: 135

(3) Flood control pool: N/A

(4) Recreation pool: B85 (approximate)
(5) Spillway Crest: B85

f. Reservoir Surface (acres)

(1) Top dam: 17
#(2) Maximum pool: 17
. (3) Flood=-control pool: N/A
(4) Recreation pool: 17
v (5) Spillway crest: 17

¥Based on the assumption that the surface area will
not significantly increase with changes in reservolr
elevation from 516.3 to 519.0.
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(1) Type: Main dam: earthfill
Dike: earthfill

(2) Length: Main dam: 260 feet
Dike: 225 feet

(3) Height: Main dam: 10 feet - maximum
Dike: 5 foot - maximum

(4) Top width: Main dam: 33 feet
Dike: 13 feet

(5) Side slopes: Main dam - Upstream:
Unknown
Downstream:
Vertical
Dike - Upstream: 2:1
Downstream: 3:1

(6) Zoning: Unknown

(7) Impervious core: Unknown
(8) Cutoff: Unknown

(9) Grout curtain: Unknown

i. Spillway. (No spillway at this site other than
Outlet A)

(1) Type: sharp-crested welr - flashboards
over outlet gate

(2) Length of welr: 5.45 feet
(3) Crest elevation: 516.3 (top of gate)

(L) Gates: one 48-inch square wooden slide
gate

(5) Upstream Channel: Stone masonry and con-
crete walls on approach
channel
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(6) Downstream Channel: Stone masonry channel .
with vertical walls, 4 feet wide, 5.3 feet
deep at gate, to 3.2 feet wide, 3.7 feet
deep. Open channel is 191 feet long, then
stone culvert under road. Outlet 1s 3
feet wide and 2.8 feet high.

Regulating Outlets. There are two regulating
outlets at Brierly Pond. One 1s the slide gate
(Outlet A) at the dike which when opened will
allow flow down to E1 512.5. There are keyways
for 5.5-foot flashboards above the gate in the
spiliway. Shortly before the inspection two 6~
or T7-inch boards were removed by the Owner.
Water is presently flowing over the gate.

The second outlet, B, is located on the main
dam. This gate 1s closed, and there is no
permanent mechanism for opening it. According
to a local resident, the gate was last opened
with the aild of a pulley system mounted on a
tripod on top of the intake structure.

BRIFERLY POND DAM




2.3

2.4

SECTION &

ENGINEERING DATA

General. There are no plans, specifications, or
computations available from the Owner, State, or
County offices relative to the deslgn and con-
struction of this dam. The only data available for
thls evaluation were visual observations made
during inspection, review of previous inspection
reports, and conversations with local residents,
and State and County agenciles.

We acknowledge the assistance and cooperation of
personnel of the Massachusetts Department of Public
Works: Messrs. Willis Regan and Raymond Rochford,
and of the Massachusetts Department of Environ-
mental Quality Englineering, Division of Waterways:
Messrs. John J. Hannon and Joseph lagallo.

Also, we acknowledge the cooperation and assis-
tance of personnel from the Worcester County
Engineer's Office: Messrs. John 0O'Toole, Joseph
Brazauskas, and Mr, Wallace Lindquist -~ recently
retired from county service.

Mr. Larry Stockwell, and Mr. William Grout, long-
time residents of the Brierly Pond area, provided
background history on the pond and millils,

Construction Records. There are no construction
records avallable.

Operating Records. No operating records are avail-
able, and there is no daily record kept of the
elevation of the pool or ralnfall at the dam site.

Evaluation

a. Availability. Due to the age of this dam,
there 1s no engineering data avallable,

b. Adequacy. The lack of in-depth engineering
ata did not allow for a definltlve review.

Therefore the adequacy of this dam could not

be assessed from the standpolint of reviewing
design and construction data, but is based
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primarily on visual inspection, past perfor-
mance history and engineering Jjudgment.

¢. Validity. The limited engineering data avail-
able 1s valid,

BRIERLY POND DAM
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SECTION 3

VISUAL INSPECTION

3.1 Findings

a. General. The Phase I Inspection of the dam
and dike at Brierly Pond was performed on
August 23, 1978. A copy of the inspection
check list 1s in Appendix A. Previous 1inspec-
tions of this dam have been made by others
since 1924, A partial 1listing of these
inspections is in Appendix B. Coples of the
1972 inspection reports by the Massachusetts
Department of Public Works for both the dam
and the dlke are also included in Appendix B.

b. Dam. The earthfill dam, which forms part of
West Main Street, is in generally good condi-
tion. The paved crest 1s level with no cracks
or depressions on the surface. The upstrean
slope 1s covered with weeds and only partially
protected by scattered riprap 1.5 to 2.5 feet
in size. Apparently there was once a short
vertical stone wall at the top of the slope
but the wall has deterlorated in places to a
pile of rubble at the toe. The three-story
brick bullding situated on the downstream
slope of the dam 1s separated from the road by
a b-foot-wide, 10-foot-deep concrete channel.
Thils channel 1s partially fllled wilth water.

The earth dike, which 1s located about 600
feet from the main dam, is 1In good condition.
The crest and the downstream face are covered
with grass. Since the downstream slope serves
as a back yard for two residences, the area 1s
very well malntalned. There are trees and
shrubs growing on the upstream slde of the
crest, partlally hiding the low stone wall on
the shore.

c. Appurtenant Structures. Outlet A, at the
dike, 1s in falr condition. There are patches
of mortar and concrete missing from the
training walls, and a few large dlameter (1 to
2 foot) trees adjacent to the approach. The
floor of the approach and discharge channel is
submerged, but appear to be paved wilth stone.

BRIERLY POND DAM
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There 1s minor spalling and erosion of concrete
in the vicinity of the gate, but the gate
appears to be 1n good condition. It 1s oper-
able by a rack and pinion mechanism hung
between timbers. The mechanlsm 1s accesslble
by means of a wooden walkway which crosses the
outlet channel. The railing on the walkway is
very loose. There 1s a keyway for flashboards
to be added above the gate, but the flash-
boards had been removed that week by the
Owner.

The stone masonry of the narrow outlet channel
is in good to falr condition; some of the
mortar and a few stones are milssing at the
base of the sidewalls. There are numerous
trees growing on the banks of the channel, and
in some places it is completely hidden by
brush. The open channel ends at West Main
Street and the inlet to the stone box culvert
i1s obscured by vegetation. The outlet down-
stream of the street 1s in a stone masonry
retaining wall. This area near the road 1s
completely overgrown with trees.

Outlet B at the main dam is in fair condition.
The concrete 1s spalling, especlally at the
water line. The sllde gate is closed, and
there is no permanent gate-opening mechanlsm
in place. Water can be heard running inside
the structure, suggesting that the gate leaks.

The tailrace downstream of the mill building
is filled with brush and debris, and there 1s
evidence of seepage.

The offshore service intake C 1s reportedly
blocked with concrete and inoperable. There
is no approach bridge to this structure.

Reservolr Area. At the present time light
residentlal and commercial development 1s
limited to the north and east sides of Brierly
Pond. In addition, a small land-clearing
operation is in progress on the northwest side
of the pond, opposite the dike, The remalinder
of the area west of the pond is hilly farm and
woodland.

BRIERLY POND DAM
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e, Downstream Channel., Discharge from the tail-

race downstream from the mill, as well as from
the stone box culvert below outlet A, enters
Singletary Brook in the former basin for Mayo
Pond. The mill building and dam at Mayo Pond
are still standing, although in a deteriorating
state, and the outlet and penstock are open.
Below the mill Singletary Brook continues in a
natural channel to the Blackstone River, about
4,500 feet downstream, and just south of
Millbury center.

Evaluation. Although the dam and dike appear to be
in good condltion, the condition of the upstream
slope of the dam and the leaking intake are signs
of neglect. It 1s evident that these structures
are not adequately maintained. Recommended mea-~
sures to improve these conditions are stated in
Section 7.3.

BRIERLY POND DAM
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4.3

b,y

b.5

SECTION 4

OPERATING PROCEDURES

Procedures., There are no regular operating pro-
cedures at this dam. It is reported that the
Owner regulates the storage in the pond season-
ally by adjusting the number of flashboards at the
outlet gate.

Maintenance of Dam. The crest of the main dam is
a paved town road and 1s maintained by high-

way department personnel. The upstream slope of
the dam has deteriorated, Judging by the condition
of the stone wall on the upstream face and the
accumulation of debris and vegetation. The dike
crest and downstream slope appear to be maintained
by the residents of the abutting property, but the
upstream face 1is overgrown with brush.

Maintenance of Operating Facllities. The ser-
vice iIntake structure C at the main dam was
blocked with concrete by the Owner. The gate on
the low-~level outlet B appears to be leaking.
Apparently the Owner has not used 1t for about 3
years, as there is no permanent operating mechan-
ism. There 1s no known maintenance procedure

for Outlet A.

Description of Any Warnling System in Effect.
There are no warning systems 1in effect at this
dam.

Evaluation. There are no regular operatlonal or
warning systems 1n effect at Brierly Pond Dam, and
the malntenance is 1nadequate. This 1s extremely
undesirable, considering the dam is in the
"significant" hazard category. A program of
operation and maintenance for this dam should be
implemented as recommended in Section 7.3.
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SECTION 5

HYDRAULIC/HYDROLOGIC

5.1 Evaluatlon of Features

a.

Design Data. The probable maximum flood (PMF)
rate was determlined to be 1,200 c¢fs per square
mile. This calculation 1s based on an average
dralnage area slope of 3 percent, the pond-
plus-swamp area to dralnage area ratio of 19
percent, and the U.S. Army Corps of Engineers'
Flow Rates (dated December 1977). Applying
one-half the PMF to the U4.44 square miles of
drailnage area results in a calculated peak
flood flow of 2,664 cfs as the inflow test
flood. By adjusting the inflow test flood for
surcharge storage, the maximum discharge rate
was established as 2,560 cfs (577 cfs per
squaze mile) with the water surface at El,.
521.4.

For the peak outflow flood, the depth of flow
over the crest at a minimum elevation of 519+
is calculated to be 2.4 feet with a unit flow
of 9.9 cfs per foot of width. Where flow
becomes critical, a critical depth of 1.5 feet
will occur with a critical velocity of 6.8 feet
per second. Hydraulic analyses indicate that
outlet A at the dike, when fully opened, can
discharge a flow of 180 cfs with the surface of
the water at El1. 519.0, which is the low point
on the dam. This outlet, whlch also serves as
a spillway, 1s inadequate since 1t can only dis-
charge 7 percent of the test flood. Flood flow
will also occur in a low, broad swale at the
northern end of the pond. The swale 1s roughly
100 feet wide and about a foot higher than the
normal pond level. During large storm flows
this area would act as an emergency spillway,
conducting discharge down Beach Street into
Bramanville,

Experience Data. Hydraullc records are not
availlable for thls dam, however, resldents
recall some local flooding over the road at

BRIERY POND DAM
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the south abutment of the dam during the 1938
storm, and also in the natural swale during
the 1955 floods.

c. Visual Observations. At the time of the
Inspection the flashboards had been removed
from Outlet A but the gate was closed and
water was flowing over the top into the outlet
channel. The gate and channel are lnadequately
sized considering that presently 1t 1s the
only operable outlet at the pond and there 1is
no spillway. Outlet B at the dam, although
closed, 1s leaking. With no permanent mecha-
nism for operating the gate the structure 1is
useless for emergencies,

d. Overtopping Potential. As noted previously,
overtopplng of the dam and dike 1is expected
under the test flood. 1In addition, hydraulic
computations show that the dilke would be over-
topped even with a 45 percent reduction in
test flood outflows as a result of available
storage at Singletary Pond. Fallure of the
dike would produce a flood flow of 570 cfs,
with a resulting flood wave height of 2 to 3
feet. Failure of the dam during a peak flood
would produce 1initial outflow on the order of
2,780 c¢fs. The volume from Brierly Pond
could add 8 feet of water to the Mayo Pond
basin,.
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SECTION 6
STRUCTURAL STABILITY

6.1 Evaluation of Structural Stability

ae

Visual Observations. The evaluation of the
stability of Brierly Pond Dam 1s based on the
visual inspection conducted on August 23, 1978.
As discussed in Section 3, Visual Inspection,
the embankments of the dam and dike are
generally in good condition, and not considered
a hazard. However, the small size of the
outlet at the dilke, and the lack of a permanent
operating mechanlsm at Outlet B at the dam
indlcate a possibly hazardous situatilon,

Design and Construction Data. There are no
plans, specifications or computations availl-
able on the deslgn, construction or repalr of
this dam from the Owner, County, or State
offices. Furthermore, information does not
appear to exlst on the type, shear strength,
and permeability of the soll and/or rock
materials of the embankment. The West Main
Street highway embankment is probably of local
sand and gravel fi111 without any type of core
or cut-off wall.

Operating Records. There is no evidence that
instrumentation of any type was ever installed
in Brierly Pond Dam. The performance of this
dam under prilor loading can only be inferred by
physical evidence at the site.

Post-Construction Changes. There are no as-
bullt drawings available for Brilerly Pond Dam.
There is no information availlable on the type
of condult or the location of the outlets to
the mil1l,

Seismic Stabillity. The dam is located in
Selsmic Zone No. 2 and in accordance wlth Phase
I "Recommended Guidelines" does not warrant
seismic analyses.

BRIERLY POND DAM
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SECTION 7

ASSESSMENT, RECOMMENDATIONS,
AND REMEDIAL MEASURES

7.1 Dam Assessment

al

Condition. Brierly Pond Dam was nelther
designed nor constructed according to current
state-of-the-art procedures. Based upon the
visual Inspection of the site, the lack of
engineering data, operational or maintenance
information, there are deficiencies which must
be corrected to assure the continued perfor-
mance of this dam. Generally, the dam is
considered to be in falr condition. There 1s
no splllway at the site other than overflow at
outlet gate A at the dike. There 1s no
permanent mechanlism to operate the gate at
outlet B at the dam. There were several
problem areas observed at the site: erosion
along the slopes of the dam, irregular and
displaced riprap, and the collapsed wall on
the upstream face of the dam; leakage around
the closed gate of outlet B; seepage in the
tailrace downstream of the dam; and overgrowth
of vegetation on the dam, the dlke, and over
the discharge channel from the spillway.

Hydraulic analyses indicate that the outlet
structure at the dike, which serves as a spill-
way can discharge a flow of 180 c¢fs when the
gate 1s fully opened and the water surface 1s
at E1 519 (the low point on the dam). This
means that the outlet is adequate for only 7
percent of the test outflow of 2,650 cfs.

Adequacy. The lack of in-depth engineering
data did not allow for a definitive review,
Therefore the adequacy of thls dam could not
be assessed from the standpoint of reviewing
design and construction data, but 1s based
primarily on visual inspection, past perfor-
mance history and englneering Judgment.

Urgency. The recommendations and remedial
measures outlined below should be implemented

BRIERLY POND DAM
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7.3

by the Owner within 2 years after receipt of
this Phase I Inspection Report.

d. Need for Additional Investigations.

Additional 1investigations to further assess
the adequacy of the dam are outlined below in
Section 7.2. Recommendations.

Recommendations. In view of the concerns over

the continued performance of the dam, dike, and
outlet works 1t 1s recommended that the Owner
employ a qualified consultant to:

a. Conduct a more detalled hydrologic and
hydraulic investigation to design an adequate
splllway.

The recommendations on repairs and malntenance
procedures are outlined below under Section 7.3,
Remedlal Measures.

Remedial Measures

a. Operating and Malntenance Procedures. The

dam and appurtenance structures are not ade-
quately maintained. It 1s recommended that
the Owner accomplish the followilng:

(1)

(2)

(3)

(4)

(5)

(6)

construct a permanent operating mechan-
ism for opening the gate on the low-
level outlet at the dam (Outlet B).

repalir the leak through the gate, and
the spalled concrete at Outlet B.

repalr the riprap and erosion on the
upstream face of the dam and clear the
vegetation.

repalr the stone walls in the approach
channel, and the ralling on the walkway
at Outlet A.

clear the trees and vegetation on the
dike and along the outlet channel.

implement a systematic program of main-
tenance inspections. As a minimum, the
program should consist of a monthly

inspection of the dam and appurtenances,
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supplemented by additional inspections
during and after severe storms. All
repairs and maintenance should be under-
taken in accordance with all applicable
State regulations.

(7) 1institute a definite plan for surveil-
lance and a warning system during
periods of unusually heavy rains and/or
runoff,.

(8) Technical inspections of this dam should
be conducted on an annual baslis.

7.4 Alternatives. An alternative to implementing the
recommendations and maintenance procedures listed
above would be to drain the pond and breach or
remove the dam,
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APPENDIX A
PERIODIC INSPECTION CHECKLIST
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PERIODIC INSPECTION

PARTY ORGANIZATION

PROJECT Briecly Pnd bam DATE  8-23 78

TIME_1'30_#p S:00 pm

WEATHER__sunny 80° F

W.S. ELEV. §S17.0 U.3. — ...

PARTY
. Ed Creco 6. Frank sy okla N
‘ s Lyte Branagan 7. He.)rb‘ Leve L
% ___Sue bterce 8. L
. Corol SweeT 9. .
‘.  Dbawd Cole 10. _
PROJECT FEATURE INSPLCTED BY REMAKKL
f . Daml DY Edd Grveee [ Suce Picice
- 5;:.”-4,(_1& el C::reo(.L Lyle 6runaqcu)
i .
i,
o -
b o
7. o
o ~
Lo e
1
prase gt S




PERIODIC INSPECTION CHECK LIST

PROJECT  Briecly Pond DATE R -23-7¢
PROJECT FEATURE Dam NAME  E, Grecd
DISCIPLINE Georteennieal NAME

AREA EVALUATED CONDITIONS

DA EMBANKMENT

Crest Elevation

top of dam s West Man Read

current Pool Elevation 517.0
Mlaximum Impoundment to Date unknowN
csurface Cracks none

Pavement Condition

pavement on West Main Lcad

“ovement or Settlement of Crest

none

Lateral Movement

downsrream ¥ace s oorete

none = ardd__industral builcing

Vervical Allgnment

flat vood gradle

Horizontal Alignment

stearght | excePr ot ntersection

Condition at Abutment and at
Coriecrete Structures

dam tes into naturc! geeund
at abutnents

Indications of Movement of
Structural Items on Slopes

no movement

irespassing on Slopes

teleprone pole, POu,fr Ime, & -irch Nigh
Chain hink fence ot ypstrcam face.

Sloughing or Erosion of Slopes
or Abutment:

stone work  slumpael e uPstream fece.

Rock Slope Protection - Riprap
Fallures

Yardom stores on upstream fuce

Unusual Movement or Cracking at
or near Toes

downstream tve rot vis bic,
not inspected 1Insice

a. [ 'd"y

Unusual Embankment or Downstream
Seepage

scepage n fulvace | bchint mil

B buiiding o
Piping or Boils none visibie
t'oundation Drainage Features nore visibie
Toe Lralins none wis e
Instrimentation Dystem none
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PERIODIC INSPECTION CHECK LIST

PROJECT__ Brierly Pand DATE £-23-78
PROJECT FEATURE _ Di.te emiankment NAME E. Greeg
DISCIPLINE__ Geotechncal NAME

AREA EVALUATED CONDITION

DIKE EMBANKMENT

Crest Elevation

G+ S tect hagh |

looated at
east end of pord

Current Pool Elevation

Maximum Impoundment to Date unknowen
Surface Cracks none visible
Pavement Condition Qx*pu+h-6%n+h

Movement or Settlement of Crest

none upparenf

Lateral Movement

none

Vertical Alignment

relatvely flat

Horizontal Alignment

relately straight

Condition at Abutment and at
Concrete Structures

tabana at east abutment
nafural gound at st abutment

Indications of Movement of
Structural Items on Slopes

Nncne

Trespassing on Slopes

4oapa+h on Crest

Sloughing or Erosion of Slopes
or Abutments

grass on sl s and Cresy

MiNoer  CrDS1aN

Rock Slope Protection - Riprap
Failures

stoe wall on cpstream 4ace
near spdiway | theo Cpap

Unusual Movement or Cracking at
or near Toes

none

Unusual Embankment or Downstream
Seepage

none visible

Piping or Bolls

nome apparent

Foundation Drainage Features rnone
Toe Drains nNonk
[nstrumentation System none

page f:307_5
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PERIODIC INSPECTION CHECK LIST

PROJECT__ Briecly Pend DATE B 23-7§ ,
PROJECT FEATURE _ QOutlet wourks HNAME E. Creco
DISCIPLINE _ (x¢ tecnnieal NAME
AREA EVALUATED CONDITIOCH -

t);JI:I;ET WORKS - INTAKE CHANNEL AND Conerete ana stone masry
INTAKE STRUCTURE
a. Approach Channel submerged B

Slope Conditions - /

Zottom Conditions /

Rock Slides or Falls /

Log Boom /
Debris /

Condition of Concrete Lining /

Drains or Weep Holes [ -
. Intake Structure ¥ conerete (- shopcd head uall

Condition of Concrete fawr - ecosien and Spathrg

wocden siae g te w.th edcebelt

NC Centrpl mechanism

roten woeea 1o ka_)u.['\j

seund ol running  water inaiectes
teit gare s \eking

Stop Logs and Slots

Outlet ppe entues cloanstreamr il
bun‘dn'ng , Cisencirges wito  clcunstream
dwiee . Trnsde ot bu:l(hn?

Hot inspeeted.

X An abandoed intake stueture
{or uwoterinect s locatecl
30 f+. $oan upSfrmrh 'QAC'el
per pendicular o outlet gyate
intare  Penstiek s hiled
nowdh  Coencrete,
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PERIODIC INSPECTION CHECK LIST

PROJECT  Beery Pond DATE  %-23 78

PROJECT FEATURE__Spliway NAME E. Goreep

DISCIPLINE_ _ thydraulio NAME L. Branagan
AREA EVALUATED CONDITION

OUTLET WORKS - SPILLWAY WEIR,
APPROACH AND DISCHARGE CHANNELS

a. Approach Channel

mortored stone mascrry and Concrete wills

General Condition

good 1o fawr : mortar aod Gncrete missing

Loose Rock Overhanging

i0_Some LréQs

Channel none
1-12" and ) -24" tree aajyacent to
Trees Overhanging Channel appmach
Floor of Approach Channel Suomerged
b. Weir and Training Walls X Conerete walls

General Condition of

concrete fawr . some ertsen and deteriocation

Rust or Staining nNone

Spalling Minor

Any Visible Reinforcing none

Any Seepage or Efflorescence none

Drain Holes none

¢. Discharge Channel

General Condition good to far

Loose Rock Overhanging none.

Channel

Trees Overhanging Channel

numerous trees and bushes

Floor of Channel

possioly lineet wrth sTones

Other Obstructlions

steae walkway ACwWIen, alSC ft\(rla'

dwersion 1 Mnm1nm/.4 ¢cess00al

¥ Shde gate Meohanisen ogerated Py raek und Pinien
Kegway 4or +lashbctrds abeve stide ¢ate
wooden walkway over ¢hanngl
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APPENDIX B

PLAN OF DAM AND PREVIOUS
INSPECTION REPORTS

Page
Figure B-l, Plan of Dam and Section B-1
Figure B-=2. Plan of Dike and Qutlet B=-2
Previous Inspections (Partial Listing) B=-3
Inspection Reports by Massachusetts Department
of Public Works, January, 1972 B=5

BRIERLY POND DAM




BrieeLy Pont
WSs. §13.0

House

‘/.DI Chawn Link Fence-

‘ ™m ‘\-0-‘—0-—'0 o ® —— o Q—— g ——=
v : =N
> 520.0% s20.8 W. Maw
520.(‘}' Koy,
» "820.2 2 r
52,2
Loodlv\a Dock < — MILL 330 LONG
3 Sromy Briek Steoc
i ’5/; 5799 \
9 s50%
BLDe -3 Story
382 —>
__l 5203;
. ZJ'ID.O
Section 1-1
. | - —— .
y» 20 w0 o 3
. Scale \n Feet
-
\ ( Mercalf ¢ Edds° Ine.

l




Ly Pond /

4 5)13.0 overyiew
D*—Abm\do“ed Invtake “¢Y
EL.iNVERTY @ SN 9
E 520.0
K F"‘CE———\ ’—>1 < OUTLET 3"
—_— Y~ O —— O :———o ‘ o—-o——e;-o‘-Lo S — O — O — 20 Q —— O ~—— o0 ———0 ,
CEARY 1.9 “k | 5798 77 M
Rip-Rap Facing
W, Main St 20b 9.8
5202 S:92x
Sioe 1
3 {cad ey
—_— \—> 1
N Dock
1 STrocTure
oTes:
N 4. FievatTons Based ON RBSSomeD

Watern level, 5'¥.0(msiL)

2. Devrarls Showw Baseo on feld
Suevey of Qug. 23, 12%0

3 AW ¥2. Derotes Directidon of View
of Dhotoarapv\s,

Y Bu-ldw\1 loccations caproximate .

——

6. 5. MMV ERSINEER D0V, Mw bAL
| 00Ert oF Imsimraes

] ATIONAL PROGRAM OF INSPECTION OF NON-FED
4 3e BRIERLY POND DAM

FIOMME 0-t PLAR OF DI

TRIGTARY SLACKSTONE RIVER MASSACHUSETTS
Y] fpare: ocoser, 1918

' 12




BRiErRlr Pono
ws 8S13.0
/—R\P-?Ap F'ncm(.*——\ —>2 3 Rie- Rap Facwy
o O o & oo — [ o
(T .
M
DiKe N\ *s20-6 520.0
ModeraTe 10 Heavy .
Vegetation , 509, %
B 8.3 SIZS OUTLET A X
‘-’2"2 *520 " rth _—~Crate 3.5
TOP of WE'R Mecha.v\\snss ”
Et. S/.3 -T2 Y0’ wage x h .
"5/%0 5\ — — ~— Todq
House “c203 L 5162
Ny
s.2 ,L
X3
T f\dnl\’ 725 ‘widle
X 4.9 Agh
X559
\e®® —
os' 2 “
<ot
508.8
42 wede x .&b'bgh
8.0
bt 3.0 Blet—— 29.0 ———— L -
3.2 wide x 3.3 Aigh o
y 2 P \ $
363
L
Section 2-2 5154 m' (‘uloqtsrs\v\\ak;’ '
{1
W Main ST. Crown EL. 303.%
~— e e cowatll
FRECEIENG PR BLAMK-NOT TIL)GD
‘,.. . A .t emv——— - - . - - ~
" e A




Rip- Rap F‘Qluﬁ——\

Section 3-3

X
S20.5

ElevaTions Showw Gfe referenced
o Gssuvmed \woter level
£13.0 (MSL)

Showwn from field
Survey 0..,“ 23,1938

e F2 Shows difect o of
Uiew of pwotoqraphs

Build nq locaTions @pproximate

Deranls

o = D O A
] \———-—Moderatc Vegetation
%519, % R0
Dike

—— Toe of Siope —_ —_—
Nores:

1.

Hous e 2.

3.

9,

Scate i Feer
[ —————— |

° o zo

| Y E00V. 1wt U. 5. ARNY EROIUEEN 017,06V EWOAA
— e [ XX ]
thOﬂlL PROGRAM OF INSPECTION OF NON-FEO. DAMS

BRIERLY POND DAM
FIGURE -2 PN OF DIKE AMD OVTLET WoRxs

TRIGUTARY BLACKSTORE RiVER NASSAC
oeur o ow Ture sewes, o ]

2




"HALSAIYOM “AD1440 LOTYLSIA ‘SHYOM DI'1ANd 40 INIWLHVIAA
SLLASAHIVSSVI dHL LV AT11d NO AUVD NOLLDIAJSNI 40 Ad0D

(ONLLSIT TVLLYVdA) SNOLLDAISNI SNOIAAUd

8 Zak Rl 770 3~ 22 o e 1

AN W 40207 = ULeL P " Waa Va'a)

o T IPNIAD)
"HNO T v 7 aviD S5 S
. ﬂ\‘ - » - % 3
VPA 07 - SOV VoD »
= T IFGVAd iy Ay morJ wwd

Avpa 770 30 WIBNIF

PIOVE JO INGIPIS " WYavisdy
— S130904 7 ANT) 374 2é07¢ )
B 0ILVAIIN) 0 INSYILVIN S ] walisy ..

. ve E%))H C LR ]
QIYSYAUVM SO HiAND Audiap

117 YIS FINID H19MTY

X% R IWL 7 797 % V3 v
o¥s) A7 kww,twumﬁ Y

W HSITIVA B YTOAF 35331 70 NOT 195301

4 — W\W\ﬁni(N . anve ] 3ovrele

g TNy

7

arre/

yeYZIL /)

AN 7 u\\\\ NMOL Yo L [1D

m
:
:
2
:
B




005L8- 01 sovmng by -3

w L3581 Y1
\s\s.u. WY Lsbl €]

\< v

v v 56/ \.N Q\V v

- \.v.\hui!\\\ ..“h.. w5 “ v .. NMM“ mR.NM .\x“\,\ R ~..~
Q) Iarn i pa SN -0 - ..\\ANQ r's .

.\maw\\w\ "2y 1) po:

24/ QNQ\ 17 - e Y

VOV SW K W 7-6C61 22 \S\\ ..P.t%@.\

.l‘(‘ﬂl AYNANID

w Whny-
19JUAA MOT)-SPIROQYSH 4 10 PRI
20 19d 13 ') mOL4 Xepy

. hN\\ h\ %

orll’ul J(lu!wﬂ '

a7’ bees & wPon + payesdey
= \.‘.\\\v\ 2O ARRIYL PUT fSIM__

Padnstuos 3-»

Ag paiongsuod

Aq pouBisep weq

T L 99D J0 SPMOGYSH ) VIPIM
Joriesey jo Yduen £ 2p) 9.5  s5°9/ Y5 £ P sproqyImy
HOMOSON 4 W e n gig i 307 oAb, seien) jo vopeI0Y
[ ww 28k POYSIANEM, U] $910Y JO "ON P - N0y &%  senn g
’ A vy yosg jo puiy Jo 8 00/ ¢ L1247 47 Kemyrdg Jo aBuay
edojg jo sseudeaig 3 " wesnsdn
999504 U} JUBIDY ’ edog weansumoq
POIBAIING POYSINIM 8| € - \\s\h woneq
Y S w&u 3 fAD =97 2498, duweupy
poysasp JO ‘ouco._ Wiy
sweong oo Aue ,, yBuey
_ U\QD\“ \.\Q\lﬂ\}\\hl weeng urep Jo owsy | %\ 3 \\: weryrumog »¥3) .gNF % yy4103y odiy
 amMsuzivm v i !o»cuou.. 40 _NOILaiuO83a | TTWYQ 40 woudiwossae
p 'ON 1393003 S 77 o329 ,0aS T S mMUBUIRIE) NOILYION
vory - PIp— A
| Pl 6g, oo Aoy BT oy DB PN, 4o w0 wwor

Bl




:é jdf-/ﬂ _{'_)._—_@M" -

( N LYRVAVE SRV

_.nxsmormm & DATA FOR DAMS Dm I e
. : Towm: Akt Byly .
. Mbaoe€ Comranty .. Stream&w.‘;m,sp.
Kia Ad ss: $S Cavar. S7, Mice Buay, T Pond: s,
Function of Dan: Hie ¢ Srpdnse Ponro , Igz;te- //27 72.,_ -
Tocation & Kicess i Jer™ gurisk/ Ay N @ MAIY IT 7 TONDITION RATING ~
ACROSS FROMT Fpree. ~ Structural: Goa)

USGS Quad.jg@-c South_Lat,22%0 sz'rong.‘zg’«n - 2 Hydr-aunc. =
Drain.fir,:_ q.!-u., Ponda: ac. Rea.@dam . Benaral: /j

~.. --.-.—

Character of Tehot o o e e e w. PRIORITY?
Estimated ' . o
Discherge_: . . et e
Capacity: -

General Description of Dam and Dlscharge Control'

SWEST MYRIW ST )5S _THE ‘QMM{ e FIT s Loc;;rs) ToAEER
RATER & /s 55%5) U/ TERTE ¥z, Ao Cowrkocs | = 45 _
BERLED  fL30. . ... .onsv e+ e - s e
Bketch (Not' to Sesle): ’ R T -4 £ V‘E“j“ DA

= #’M

Tomarks ‘afid Recommendations:’ m'llt'"** 3 - oo T

oot

Danm Noo 3/ 26 =270




(1- o 1 )

: ’ I=refspc -

.-INSPECTION REPORT & DATA FOR DAMS Dam Ney n0-r 7
Tovm: ﬁ/ééag,e——z

Owner:_W. \VW. Wirore fomi‘ﬂuy Stream: j;yw.rmn-y__
His Address: 45 Ca~as s, M/l‘daay 774 s Pond:GR/rriv Foyo
Function of Dam: #se S’ . = Date: ey re_
Tocation & Access:_ 2007 W, Fwessiit rr&lp AT “TONDITION FATING ~
Jor- oF W.MAN - Begoy sreEeTs Structural:_Gerop
Usés Quad._w,rc. South Lat.42%0" 382 Long. 7/°4 so" Hydraulie __{'xe ‘.
Drain,Ar,:%s52S8q.Ml,7 Ponds:____ac.jRes,3dami__ - Bensral: -
Character of DJAes_ " . ._ . __ PRIONITY:_ A/é" :
Estirated ' T -
Discharge_: _ .. -
cgpacity. o e e -

General Description of Dam and Discharge COnfrol. - )
ART# EX) DRy 7[ ¢ &7 DiScHALDE” GATE h’/ﬁlq}/ /s
Y

Z1w  Goop aom&u N ﬂ.ume'eous 3 -—/e" -r»eerss 2~
- FPLE oF v A e -
Bketeh (Not to Soale): ' /I A LR VIEW Dy ar
// FLow . 7
' : . Zd-a)/ _ ' .
f~— 75‘ .'k/._._-- /ao':——-—;{ - 274 SPrewhy W) Gare
A'A Y ks's
-—2 . *————"_—A/ u¢t
/ 3.9‘)(3 ) /90" : S T’r
Jtlf 3 ‘ ) zlfms 'J
Hemarks o.nd Recouknendations' TUTTTTTTARXR 2:;; c'/:‘?.c’tr Tt T orw
“:L——- .

'
v—_—-:‘___m;)lﬂ 5‘f' . .
i/ '

.fb' 3,/4.//8& -}3
Date . By, .. Comment

i - —— e e ——— e -
/27/"Z éf;%

Dam Nou 3204/-18% g




APPENDIX C
PHOTOGRAPHS
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